GOVERNMENT OF JAMMU & KASHMIR

Office of the Principal Industrial Training Institute, Jammu

     To



The Joint Director,



Information Department,



Jammu

No: - ITI/J/ 2014/1076-78 




   Dated: - 22-01-2014
Subject: -
Publication of Tender Notice.

Sir,

                Undersigned is enclosing herewith 5 copies of Tender Notice issued under communication No:-ITI/J/2014/ 1075 dated:-22-01-2014 for purchase of Goods and Equipment under VTIP Automobile (Centre Of Excellence) scheme for publication of the same in two local dailies preferably (Daily Excelsior/Kashmir Times) & one in national paper.



  It is requested that the Tender Notice may be got published at the earliest.










Yours faithfully,










          Sd/-







                             Principal/

                                                                                               Member Secretary (IMC)







                         Govt. ITI, Jammu 

Copy to:-

1. The Director, Technical Education, J & K, Jammu for information.

2. The Chairman (IMC), ITI Jammu.

GOVERNMENT OF JAMMU & KASHMIR

Office of the Principal Industrial Training Institute, Jammu

TENDER NOTICE 

Sealed tenders duly affixed with revenue stamps worth Rs. 5/- only are invited from the interest tenderers for purchase of items for use in this institute for the year 2013-14 under VTIP scheme. The interested  tenderer may obtain list of items with detailed specifications  together with  prescribed terms & conditions from the office of the undersigned  in person  or by post  enclosing 23  x 10 cms, cloth based self addressed envelope duly affixed  with  stamps of Rs. 70/- for purpose of postal registrations, against Indian Postal order worth Rs. 100/- only  on working day  during working hours. The Tender documents will be issued up to 20-02-2014 and the last date for receipt of tender will however be 21-02-14 up to 04.00 p.m. 

The tender should be accompanied with a CDR of 2% of the total cost of tender pledged to Principal, ITI Jammu of any scheduled bank without which no tender will be entertained. The rates will remain valid for one year. The desirous tenderer may participate in person or through their representative, on the date of opening of tenders which will be communicated to them separately on receipt of tender. The successful tenderer shall have to supply the material in full. No partial supply will be accepted. The payment of the entire supply will be made after the material is supplied in full as per supply order and verified by committee. 

The Bidder/ Tender shall submit their bids in Single cover system i.e.

            Technical Bids, Price Bids and call deposit Receipt.

TERMS & CONDITION

1. The successful Tenderers shall have to supply the material in full, failing which the firm will loose the security deposit.

2. The tenderers may quote the TIN No. etc. of their firm with regard to sales tax etc.

3. The rates should be quoted either typed or with ink without any correction / Erasing on the list of items appended with this notice. The rates quoted should be covered with cello tape to avoid any insertion.

4. Tax clearance certificate in the prescribed form issued by the assessing Authority should also be furnished up to the last financial year viz. 31.3.2013.

5. Only the items of Standard Companies (i.e. Companies having ISO 9001-2000 certificate or ISI certificate) will be given supply orders. Also bidders / tenderers must mention make, against each item only then their rates will be considered.

6. Bidder/Tenderer should mention clearly the max. Possible warranty period of the tendered items and shall provide free after sale service during the warranty period. In case the bidder is not manufacturer himself he has to produce necessary guarantee/ warranty certificate of Principal manufacturer for the ordered quality and quantity.

7. The successful bidder/tenderer shall have to provide training to the identified officials of this Institute where ever applicable.

8. Bidder/Tenderer must quote specification of each item of the package failing which the tender shall be rejected.

9. The Principal, ITI Jammu reserves the right to accept or reject any tender or part thereof without assigning any reason.

10. Bid/Offer for any Sub-standard item will be treated as rejection of whole tender.

11. In case, the successful bidders fails to supply the ordered equipments in full, penalty @ 2% (two percent) of the total cost of the order shall be imposed upon him / them.

12. The inspection / verification of the Machinery / Equipment will be carried out in this Institute by the identified officials.

13. Rates should be strictly quoted inclusive of all taxes (VAT, Entry Tax, Other taxes etc) freight levies applicable at the time of supplies and quoted F.O.R. ITI, Jammu premises.

14. The rates are quoted only against the specified items, wherever possible. In case of specifications, the committee shall have the right to take decision at the time of finalization of item.

15. The quantity mentioned in the Annexure subject to minor variation depending upon requirement and availability of funds shall be finalized by the Principal ITI, Jammu.

16. List of tender of tools / equipment can be downloaded from official Website www.itijammu.com. Shall have to be accepted with Indian postal order worth Rs 100.

17. At the time of procurement if DGS & D rates are available for any item the Principal reserves the right to procure the same on the rate contract & exclude the item from the tender. In that case no tenderer has any claim whatsoever over the said item.

18. The rates which are quoted should be attached with the price list of Principal manufacturer.

19. The successful Bidder / Tender shall have to execute an agreement with the Principal ITI Jammu within 15 days after acceptance of the Tender is communicated to him, Failure to execute such agreement shall not prevent to the terms & condition embodied herein being enforced against him and any loss sustained by the department in re-tendering shall be recovered from him besides forfeiture of the Security deposit.

20. The Tender must be complete in all respects. All the terms and conditions of Tender including Technical specification should be carefully studied for the sake of complete and comprehensive offer.

        
      Sd/-
No: - ITI/J/2014/1075






          

Dated: 22-01-2014       



    
             Principal/
   Member Secretary (IMC)        Govt. ITI, Jammu
TENDER NOTICE
	S.NO.
	NAME OF ITEM
	QTY. REQD

	Package 1

	1. 
	Drilling machine pillar 20mm capacity with accessories (Drill Chuck, m/c Vice & Copper Drift) Drilling capacity 20 mm in M.S. column dia. & length.-74mm & 900mmWorking table 270X270mm Motor 3ph. 2speed 1.0 hp(ISO 9001-2000 certified or ISI certified companies Accepted)
	01 No.

	2. 
	Buffing and polishing machine

Orbit : 180mm, Speed- Orbit :1000- 3000 rpm & Power :1400 Watt With accessories i.e. Velcro base, front &E disc

(ISO 9001-2000 certified or ISI certified companies Accepted)
	01 No

	3. 
	General purpose portable forge of 3 mm sheet with Electric Blower of 350 watt  motor capacity 1.5 m3 /min and four different Tongs  18 “  (ISO 9001-2000 certified or ISI certified companies Accepted)
	02 Nos

	Package 2

	4. 
	Electric Motor capacitor start induction run 1Phase 2hp Course 1440 rpm ( Crompton Greavs Ltd, Kirlosker Elect Ltd, Bharat Bijlee Ltd. (ISO 9001-2000 certified or ISI certified companies Accepted)
	01 No

	5. 
	Battery Charger 0-6-12-24 Volt 10 Amp. Automatic Electric Ltd, Sagar Electric Pvt ltd, Veena Electric Ltd. ( With Company Packing and Rate list) (ISO 9001-2000 certified or ISI certified companies Accepted)
	03 No’s

	6. 
	Electric drill machine portable Specifications. Wattage 580w 0-900 rpm 220-240V 2.6Amp.Drilling Cap.10mm.
(ISO 9001-2000 certified or ISI certified companies Accepted)
	04 Nos.

	7. 
	DC Regulated power supply 0-30V/5A 
Specification Input Voltage 230V + 10% AC 50 Hz
Output voltage : 0-30V DC Continuously Variable with Course & Fine Control Out Put Current 0-5A Settable DC Variable with Course & Fine Control Out Line Regulation + 0.01% for + 10% Variation in Input Voltage Load Regulation + 0.05% from no load to full load Ripple Less than mV  METER Two separate DIGITAL meter to Monitor the Output voltage & current PROTECTION Against short Circuit & Over Load
	02 Nos

	8. 
	DISCRETE COMPONENT TRAINER

Study & verify the characteristics of diode (Si/Ge for switching) transistor (NPN,PNP) FET,UJT,MOSFET,SCR,DIAC, TRIAC,Zener Diode, LED,etc

To study and verify RC, RL,& RLC series & parallel circuits

To study & verify clippers, half wave,full waqve bridge ckts.

Study & verify the voltage regulator ckts, using Zener Diodes & transistors, Digital Gates using diodes & transistors, performance of Amplifier, Phase shift multivibrators, 
	02 Nos.

	Package 3

	9. 
	Petrol engine 4 Cylinder 4 stroke MPFI ( 45 Bhp )Brand new mounted on C-Frame spray painted with excise clearance certificate water cooled along with all accessories i.e. Radiator, Fuel Tank, Alternator, Batter (12Volt 60Ah),Stator Motor, Cooling Fan, ECU, Necessary Sensor, Injector, Panel Board with warning Instrument such as Speed Control Leaver, Temp. Gauge, Charging Lamp, etc. With Service Tool Kit& user’s Manual. “ BRAND NEW” Certified BS4
	01 No

	10. 
	Diesel engine multi cylinder, Turbo Rotary 4 stroke Running Condition mounted on C-Frame spray painted  water cooled along with all accessories i.e. Radiator, Fuel Tank, Alternator, Batter (12Volt 90Ah),Stator Motor, Panel Board with warning Instrument such as Speed Control Leaver, Temp. Gauge, Charging Lamp, etc. With Service Tool Kit & user’s Manual. Certified BS3
	02 Nos.

	11. 
	Torque Wrench Digital Type Metric both Medium & Heavy duty
	05 Nos.

	Package 4

	12. 
	 Wheel alignment machine

Measuring Parameters, Ranges and Accuracy

Technical Features

Accuracy

Measuring

Total Measuring Range

Front Axle

Total Toe

+/- 2’

+/- 2  Deg                                                  

+/- 2  Deg                                                  

Partial Toe

+/- 1’
+/- 1  Deg                                                  

+/- 1  Deg                                                  

Set Back

+/- 2’
+/- 2  Deg                                                  

+/- 2  Deg                                                  

Camber

+/- 5’
+/- 3  Deg                                                  

+/- 3  Deg                                                  

Caster

+/- 7’
+/- 10 Deg                                                  

+/- 10 Deg                                                  

King Pin

+/- 7’
+/- 10 Deg                                                  

+/- 10 Deg                                                  

Rear Axle

Total Toe

+/-2’

+/-2Deg

+/-5Deg

Partial Toe

+/-1’

+/-1Deg

+/-2Deg

Camber

+/-5’

+/-3Deg

+/-10Deg

Thrust Angle

+/-2’

+/-2Deg

+/-5Deg

Power supply : 220-230 Volts AC, 50 Hz, 

Computer specification : 17” TFT DELL Colour Monitor, CPU, A4 80,

Column ink Jet HP Printer , Keyboard and Mouse (DELL BRNDED SYSTEM

WITH WINDOWS SOFTWARE), sensor type : 8CCD sensor system with 

Remote control function in each measuring head, All the operations can be 

Performed on the any of the 4 measuring heads without using computer 

Keyboard, complete database for more than 30,000 automobiles all round 

The world with the method of adjustment, the user can self extend and 

Renew the data’s of automobiles. 

Windows XP based programs, Latest accurate CCD technology with 8 CCD 

Sensors with infrared communication between the sensors and Bluetooth 

Data transfer from the measuring head to the system, On-Screen operator 

Prompts, test selection menus and diagnostics messages, Membrane function 

Keys acts as remote control Service station name, address, Vehicle Number 

And Mileage can be printed with Test results, TOE CURVE PROGRAM: A

Simplified practical procedure to obtain the semi-toe  in for the sedan cars, 

SPOILER PROGRAM: A special spoiler program is automatically activated 

Through a simplified practical procedure to perform the measurements on 

Spot and tuned car bodies, Users instruction by animated graphics for an 

Immediate operation. The steering procedure is carried out electronically 

Through the CCD sensors so that the caster and kingpin are obtained with

Great precision, measurement of lock angle and toe out on turn using CCD 

Technology, Quick measurement of Axle Set Back, wheel base and  track width 

May highlight any errors in the vehicle body and chassis symmetry, On-line

Correction of chamber, caster and toe with graphical display. Inbuilt data 

Storage software for vehicle history, Summary and comparison of 

Diagnosis/repair values on a single screen, Bid wheels trolley for easy

Movement inside the workshop, simple calibration procedure with 3D pictorial

Printout of calibration readings, self calibration- casters compensation and 

Steering angle self calibration, for easy understanding of the operation the

Equipment is preloaded with live demonstration software which makes the 

Equipment more users friendly, user has the option to edit the wheel size so

That the corresponding Toe value will be automatically calculated. 


	01 No

	13. 
	ANALOG & DIGITAL MULTIMETER

Handi compact housing 28 ranges in seven versions analogue+LCD manual range selector, AC voltage measurement upto 600 V (+- 4%) FULL Scale DC voltage measurement upto 600 V (+-3% full scale) AC current measurement upto 10 A (+- 4% full scale DC current measurement upto 10 A(+-3% full scale) Resistance measurement up to 20 mega ohms Battery 1.5 v & 9 v input resistance for voltage measurement 10 megaohms.
	10 Nos.

	14. 
	DIGITAL ELECTRONIC TRAINER

8 PPL LOGIC LEVEL INPUT with LED for logic low & high, 10 output LED logic level indicator fixed clock generator of 01 mega hzs,10Khz, 100Kzs,04 pulse generator 02 digits BCD to seven segments decoder,ON Board 10 K variable potentio meter on board +12 SPDT relay for control application, 02 BCD thumb wheel switch, Buzzer Alarm, Capacitor of 100nf,220nf,1uf,10uf,100uf,470uf,DC POWER SUPPLY +5V/1A,12 V 250 MA.
	02 Nos.

	Package 5

	15. 
	Cut Section Model of Steering Gear Box with Wheel and Axle

This Model is made out of full size orginal parts and is suitably sectioned to demonstrate the working of steering wheel worms, steering arm etc., The wheel and axel connecting to steering system is arranged in such a way that by rotating the steering wheel the movement of the wheels can be seen.The model will be mounted on to a tublar frame.Suitable colour and imported painting will be carried out along with miracle coating for the model for extra glass and shine. The painting will be carried out in such a way that different colours are used for different components for the easy identification of different system and mechasnism. All the hardware and gears will be suitably electroplated
	02 Nos.

	16. 
	Cut Section Model of Synchronous Gear Box

This model is motor run orginal full size gear box, suitably sectioned to show the details of gear mechanism of 04 forward and reverse speeds is provided to demonstrate the mechanism. This unit is mounted on a sturdy iron frame with rotor caster.
	       04 No’s

	17. 
	Model of Air Brake System Working

The model is made out of orginal parts such as air compressor, Un-loader valve, Foot valve, Booster, Wheel Assembly, Air tank, Control valve etc. The brake system will be fitted with two front wheel assembly complete (with out Axle) and the drum will be suitably sectioned to show the working of the brake shoe. Other system will be mounted as it is and will be made to function (foot brake, hand brake etc will be functional) The entire system will be mounted on a sturdy iron frame. A F.H.P. Single phase 220/230 V AC motor will be coupled to the compressor for generation of the air, which is used for the operation of the model.
	02 No’s

	18. 
	Cut Section Model of Disc Brake System

This model is made out of orginal parts such as two brake disc, two caliper assembly (one sectioned), two Master cylinder (one sectioned) etc., The model is mounted on a sturdy iron frame and can be demonstrated by operating the lever provided.


	05 No’s

	19. 
	Tandom Master Cylinder (Ambassdor Car) Mark 04
	01 No

	20. 
	Valve seat cutting tools complete with guides and pilot bar(all angles) in a box(ISO 9001-2000 certified or ISI certified companies Accepted)
	04 set

	21. 
	Hand Reamer adjustable  10.5mm to 11.25 mm, 11.25 mm to12.75mm , 12.75mm  to 14.25mm, 14.25mm  to15.75mm(ISO 9001-2000 certified or ISI certified companies Accepted)
	07 Set

	22. 
	Pipe vice (Open type) Size 2 inch Weight > 6.25 Kg 

(ISO 9001-2000 certified or ISI certified companies Accepted)
	01 No.

	23. 
	Pipe vice (Self Locking) Size 35mm Weight > 2.25 Kg 

(ISO 9001-2000 certified or ISI certified companies Accepted)
	01 No.

	24. 
	Pipe Wrench heavy duty 

(a)12”Quick adjustable Weight not less than 740 grams

(b)14” Weight not less than1.420 Kg

(c)18” Weight not less than 2.500 Kg

(d) 24” Weight not less than 4.0 Kg
With Company Packing and Rate list (ISO 9001-2000 certified or ISI certified companies Accepted)
	02No’s/e

	25. 
	Ratchet Pipe threader ( BSPT) ( ½” to 2”) set of six socket  With Long Handle in a Box

(ISO 9001-2000 certified or ISI certified companies Accepted)
	02 Nos.

	26. 
	Hand drill machine portable Spce. Wattage 580w 0-850 rpm Drilling Cap.  Steel-10mm, Concrete- 20 m m. (ISO 9001-2000 certified or ISI certified companies Accepted)
	03 Nos.

	27. 
	Tool Cabinet 7 Drawers, Electro- Powder Coating, Ball bearing slide with quick disconnect, Double wall construction with heavy duty metal side & Heavy duty 5”X2” casters with breaks 676X459X857mm
	06Nos.


                 







    Principal
                                                                                                  Member Secretary (IMC)

                                                                                                          Govt. ITI, Jammu
